AMENDMENT NO. 1 MARCH 2022 
TO 


IS 10259 : 1982 GENERAL CONDITION OF DELIVERY 
AND INSPECTION OF ALUMINIUM AND 
ALUMINIUM ALLOY PRODUCTS 


(Page 3, clause 2) — Insert the following new clause after clause 1.3 and 
renumber the subsequent clauses. 


‘2 REFERENCES 


The following Indian Standards contain provisions, which through reference 
in text, constitute provisions of this standard. At the time of publications, the 
editions indicated were valid. All standards are subjected to revision, ad parties to 
agreements based on this standard are encourage to investigate the possibility of 
applying the most recent editions of the standards indicated below: 


IS No Title 


504 (Part 1) to 12 : 2002 Chemical analysis of aluminium and its alloys: 
Part 1 to 12 (second revision) 

504 (Part) 13 to 16: 2003 Chemical analysis of aluminium and its alloys: 
Part 13 to 16 (second revision) 


1599 : 2019/ Metallic materials — Bend test (fourth revision) 
ISO 7438 : 2016 
1608 (Part 1) : 2018/ Metallic materials — Tensile testing: Part 1 
ISO 6892 -1 : 2016 Method of test at room temperature (fourth 
revision) 
1755 : 2018/ Metallic materials — Wire — Wrapping test 
ISO 7802 : 2013 ( second revision ) 


Price Group 1 


IS No Title 


1717 : 2018/ Metallic materials — Wire —Simple torsion test 
ISO 7800 : 2012 (fourth revision) 

1817: 1961 Methods of sampling non-ferrous metals for 

chemical analysis 

2328 : 2018/ Metallic materials — Tube — Flattening test 
ISO 8492 : 2013 (third revision) 

2335 : 2005/ Metallic materials — Tube — Drift expanding 
ISO 8493 : 1998 test (second revision)’ 


(Page 5, clause 5.1.1) — Substitute ‘IS 1817’ for ‘IS 1817-1961*’ 
(Page 5, footnote *) — Delete 


[Page 6, clause 5.2.1] — Substitute “IS 504 (Part 1 to 12) and IS 504 (Part 13 
to 16)’ for ‘IS : 504 — 1963*’ 


[Page 6, clause 5.2.2(a)|— Substitute ‘IS 1608 (Part 1)/ ISO 6892-1’ for ‘IS 
1816-19797 


[Page 6, clause 5.2.2(b)]— Substitute ‘IS 1559/ISO 7438” for ‘IS 4598- 
1968%” 


[Page 6, clause 5.2 (c)] — Substitute the following for existing: 
‘The wires shall be tested in accordance with IS 1608 (Part 1)/ISO 6892-1, 
IS 1755/ ISO 7802 and IS 1717/ISO 7800.’ 

(Page 6, clause 5.2 (d)] — Substitute the following for existing: 
‘The tube shall be tested in accordance with IS 1608 (Part 1)/ISO 6892-1, 
IS 2328/ ISO 8492 and IS 2335/ISO 8493’ 


(Page 6, footnote *) — Delete 


(Page 6, footnote +) — Delete 
(Page 6, footnote t) — Delete 
(Page 6, footnote §) — Delete 
(Page 6, footnote ||) — Delete 
(Page 6, footnote §]) — Delete 
(Page 6, footnote **) — Delete 
(Page 6, footnote ++)— Delete 


(Page 6, footnote tt) — Delete 
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